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INFO SECTION
CHOOSING THE RIGHT JACK

Maintenance Sets
Matched hydraulic system components, adapters and a hydraulic
spreader, contained in a rugged carrying and storage case. Portable
sets are ideal for pushing, pulling, lifting, straightening, or clamping at
remote job sites.

Types: Manual or electric drive maintenance sets

Tonnage Range 10 - 25

Portable High Tonnage Jacks
Totally self-contained, modular design allows you to change lifting
modules to suit your tonnage or height requirements.

Tonnage Range: 55 - 300

amgboltingsolutions.com
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9SERIES
Model Shown:
9210A, 9220A, 9105A,
9205A

COMPACT SIDEWINDER MINI JACK FITS IN
YOUR PALM AND DELIVERS 5, 10 & 20 TONS OF
LIFTING FORCE.
■

SIDEWINDER JACKS, MINI JACKS
TONNAGE RANGE: 5 - 20

Order
Number

9105A
9205A
9210A
9220A

Cap.

(tons)
5
5

10
20

Stroke

(in.)
0.75
1.50
1.19
1.19

Retracted
Height

(in.)
2.50
3.50
4.75
5.13

Max.
Height

(in.)
3.38
5.13
5.88
6.31

No. Pump
Strokes to
Ext. Piston

Saddle
Dia.

(in.)
1.14
1.14
1.66
2.08

Base
Size
Dia.
(in.)
2,91
2.91
4.33
4.72

Pump
Handle
Length

(in.)
 9.44
 9.44
17.33
23.81

Handle Effort
at Rated Cap.

(lbs.)
57
57
62
77

Carry
Handle

Prod.
Wt.

(lbs.)
4.20
5.30

12.10
17.60

30
38
36
46

No
No
No
No

■

■

■
■
■
■

Retracted height of just 2.56" for the smallest jack and
5.13" for the 20 ton, allows you to slip this jack into the
narrowest of crevices.

Jacks operate either horizontally or vertically. Handles
function in line with base for easier use in con�ned
spaces.

The perfect addition to any toolbox, this remarkable
little jack has multiple uses that are limited only by your
imagination. Use it as a jack, or a spreader. Use it to
turn your mechanical gear puller (note: puller capacity
must match jack capacity) into a hydraulic puller.

High strength piston and pump linkage for long life.

All models include over-travel protection.

Lever Bar included on all models.

All jacks meet ASME B30.1 standards and carry the
Power Team PowerThon™ Lifetime Warranty.

9105A Sidewinder jack is the ideal choice for straightening this
crushed box steel .

amgboltingsolutions.com
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■

■

■

■
■
■
■

All the quality, features and lifting capacity of the
standard jacks in short form. The 12 ton and 20 ton
models feature screw extensions for added versatility.
All jacks operate both vertically and horizontally for
use in a variety of lifting, pushing and spreading
applications.

Large base area for increased strength and stability
during lifting.

High strength piston and pump linkage for long life.
All models include over-travel protection.

Lever Bar included on all models.

All jacks meet ASME B30.1 standards and carry the
Power Team PowerThon™ Lifetime Warranty.

9012A, 9020A, 9130A

9
Features

THE RIGHT CHOICE FOR THOSE LOWER
CLEARANCE JOBS OR APPLICATIONS

Model Shown:

BOTTLE JACKS, LOW PROFILE
TONNAGE RANGE: 12, 20 & 30

Order
Number

9012A
9020A
9130A

‡

Cap.

(tons)
12
20
30

Stroke

(in.)
3.75
3.38
3.13

Retracted
Height

(in.)
6.75
7.13
7.13

Length of
Screw Ext.

(in.)
3

1.56
—

Heightwith 
ScrewExt. 

(in.)
13.50
12.00
10.25

No.Pump
Strokesto

Ext. Piston ‡

Saddle
Dia.

(in.)
1.88
2.00
2.38

Base
Size

(in.)
6.50 x 4.19
7.19 x 5.06
7.56 x 5.56

Pump
Handle

Length (in.) 
23.81
 31.50
 39.38

Handle Effort
at Rated Cap.

(lbs.)
60
70
50

Carry
Handle

Prod.
Wt.

(lbs.)
14.00
22.22
30.20

26
22
35

Yes
Yes
Yes

2 Speed: Rapid advance≈40 strokes; Lift mode≈160 strokes.

9130A Low Pro�le Hydraulic Bottle Jack provides the lifting
capacity and low height for this underground mining application.

amgboltingsolutions.com



Ordering Information

Features

Ja
ck

s

2 4.50
3 4.50
5 4.75
8 4.75

12 5.88
15 6.13
20 6.25
22 6.13
30 6.25
33 5.63
50 6.75

110 6.13

Comes with a Beveled Base.

7.13
7.50
7.88
7.88
9.50
9.06

10.63
9.44

11.00
9.44

12.00
11.81

1.94
2.38
2.75
2.75
3.13
4.50
3.63
4.31
—

4.19
—
—

13.56
14.38
15.38
15.38
18.50
19.88
20.50
20.50
17.25
19.75
18.75
17.94

5

10

12

18

26

27

22

36

35

56

36

40/160

1.00
1.13
1.38
1.50
1.88
2.38
2.00
2.38
2.38
2.56
3.00
4.38

12.25
19.25
21.44
23.81
23.81
27.56
31.50
27.56
39.38
27.56
39.38
27.56

75
45
55
75
60
90
70
90
50
88
85
79

No
No
No
No
Yes
No
Yes
Yes
Yes
Yes
Yes
Yes

4.80
5.80
8.00
12.1

17.50
18.30
28.50
23.60
41.20
32.00
78.00

154.30

†
‡ 2 Speed: Rapid advance≈40 strokes; Lift mode≈160 strokes.

4.69 x 2.56
4.50 x 2.84
5.19 x 3.00
6.00 x 3.50
6.50 x 4.19

5.13 x 5.50 †
7.19 x 5.06

6.50 x 6.31 †
7.56 x 5.56

7.25 x 6.94 †
9.31 x 7.38

13.38 x 11.44

9SERIES
Model Shown:
9030A, 9008A, 9112A

IDEAL FOR INDUSTRIAL LIFTING AND PUSHING
APPLICATIONS FOR MRO
■

BOTTLE JACKS, PORTABLE HYDRAULIC POWER
TONNAGE RANGE: 2 - 110

Order
Number

9002A
9003A
9005A
9008A
9112A
9015B
9120A
9022B
9030A
9033B
9050A
9110B

Cap.

(tons)

Stroke

(in.)

Retracted
Height

Min.
(in.)

Length of
Screw Ext.

(in.)

Heightwith 
ScrewExt. 

(in.)

No.Pump
Strokesto
Ext. Piston

Saddle
Dia.

(in.)

Base
Size

(in.)

Pump
Handle
Length

(in.)

Handle
Effort at

Rated Cap.
(lbs.)

Carry
Handle

Prod.
Wt.

(lbs.)

■

■
■
■
■

■
■
■

Choose from this complete line of premium quality
bottle jacks. Ideal for use in any number of industrial
lifting and pushing applications.

The 9110B, 9015B, 9022B and 9033B feature a
beveled base which allows the jack to “follow” the load,
reducing the chance of dangerous side-loading.

Jacks feature a screw extension for quicker setup.
High strength piston and pump linkage for long life.

All models include over-travel protection.

Lever Bar included on all models. All jacks can be used
in the vertical, angled or horizontal positions.

Serrated or contoured saddles help stabilize the load
for a safer lift.

110 ton jack features dual pumps for time-saving two-
speed operation.

All jacks meet ASME B30.1 standards and carry the
Power Team PowerThon™ Lifetime Warranty.

amgboltingsolutions.com
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Model Shown:
9006X, 9011X, 9013X

9
Features

THE RIGHT CHOICE FOR THOSE LOWER
HEIGHT APPLICATIONS FOR MRO.
■

BOTTLE JACKS, TELESCOPING
TONNAGE RANGE: 6-13

9006X
9011X
9012X
9013X

Cap.
(tons)

"Stroke
(in.)

Retracted
Height

(in)
8.5
7.88
9.06
9.06

Length of
Screw Ext

(in.)
-

2.69
4.72
3.31

Heightwith No.Pump
ScrewExt. Strokesto

(in.) Ext.Piston

Saddle
Dia.
(in.)
1.75
1.63
1.97
1.88

Base Size
Beveled

Base
(in.)

4.75 x 5.25
6.31 x 6.50
7.28 x 5.67
6.94 x 7.31

Pump
Handle
Length

(in.)
27.56
27.56
27.56
27.56

Handle Effort
@ Rated

Cap.
(lbs.)
79
88

79
79

Carry
Handle

Prod.
Wt.

(lbs.)
14
19.5
28.6
25

6
11
12
13

12
10.3
12
10

20.5
20.88
24.41
22.44

14
25
-
35

No
No
Yes
Yes

■

■
■
■
■

Telescoping jacks over all of the quality features and
capabilities of the standard bottle jack line with a bonus.
The super-long stroke of these jacks saves time and by
eliminating the need to lift or crib. In most applications,
the user can place the jack once and complete the lift.

The 9006X, 9011X and 9013X all feature a unique
beveled base that allows the jack to “follow” the load
laterally as it is raised, greatly reducing side-loading of
the piston.

High strength piston and pump linkage for long life.

All models include over-travel protection.

Lever Bar included on all models.

All jacks meet ASME B30.1 standards and carry the
Power Team PowerThon™ Lifetime Warranty.

amgboltingsolutions.com
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JSERIES
Model Shown:
J24T, J55T, J106T

LOW HEIGHT INDUSTRIAL LIFTING AND
PUSHING APPLICATIONS.

TOE JACKS, ECONOMY
TONNAGE RANGE: 2.5 & 10

Order
Number

J24T
J55T

J106T

Order
Number

J24T
J55T

J106T

Ret.

(in.
)
0.63
1.00
1.25

Cap.
(tons)

2
5

10

A
Ext.

(in.
)
5.50
5.88
7.13

Max. Lift
Stroke

(in.)
 4.75
 4.88
 5.88

Ret.

(in.)
9.25

11.50
12.88

B
Ext.

(in.)
14.00
16.38
18.75

Strokes to Ext. Piston
(1 in.)

14
22
31

C
(in.)
1.88
1.88
2.50

Handle
Effort at Max. Load

(lbs.)
42.00
60.00
73.00

D
(in.)
7.13

10.13
11.50

Carry
Handle

E
(in.)
2.00
3.00
3.94

Prod.
Wt.

(lbs.)
18.30
53.00
83.80

F
(in.)
4.94
7.25
9.50

Yes
Yes
Yes

■

■

■

■

■
■
■
■

These bottle jack-style toe jacks are loaded with many
of the same features as our standard bottle jacks, but
the toe-lift feature and swiveling pump handle socket
make them ideal for machinery lifting and positioning.
An internal pressure relief provides added safety by
limiting the jack’s lifting capability to the capacity of the
toe.

Spring return is an added feature on the J55T and
J106T jacks.

Swiveling pump handle assembly available on the
5 and 10 ton models. The swiveling jack assembly
allows you to access and pump the unit from numerous
positions.

High strength piston and pump linkage for long life.

All models include over-travel protection.

Lever Bar included on all models.

All jacks meet ASME B30.1 standards and carry the
Power Team PowerThon™ Lifetime Warranty.

amgboltingsolutions.com



Ordering Information

IM10B
Items Included

below
HS2000
PB102-1

9041
9670
9754

25395
25664
31772
32325

350897
38909

350898
420062

C106CBT
C1010CBT

350722
106.00

IM10E
Items Included

below
HS2000
PE102
9041
9670
9754

25395
25664
31772
32325

350897
38909

350898
420062

C106CBT
C1010CBT

350722
106.00

IM10H
Items Included

Below
HS2000

P59
9041
9670
9754

25395
25664
31772
32325

350897
38909

350898
420062

C106CBT
350722
89.00

IM10L
Items Included

Below
HS2000

P59L
9041
9670
9754

25395
25664
31772
32325

350897
32890

350898
420062

C106CBT
350722
81.00

Ja
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Extension rod - 5” length
Extension rod - 10” length
Extension rod - 18” length
Cylinder support base
Cylinder, 10 ton, 6.13 stroke
Cylinder, 10 ton, 10.13 stroke
Storage box
Prod. Weight (lbs.)

Actual storage box may differ from photo.

Extension rod - 5” length
Extension rod - 10” length
Extension rod - 18” length
Cylinder support base Cylinder,
10 ton, 6.13 stroke
Storage box | Prod. Weight (lbs.)

NOTE:

Hydraulic spreader
Hand pump (electric)
Hydraulic gauge (10,000 psi)
Teeadapter
Hose & coupler assembly
90° V base
Threaded coupler
Serrated saddle
Flat base

Hydraulic spreader
Hand pump
Hydraulic gauge (10,000 psi)
Teeadapter
Hose & coupler assembly
90° V base
Threaded coupler
Serrated saddle
Flat base

MAINTENANCE SETS, HYDRAULIC SYSTEM
TONNAGE RANGE: 10

IM
SERIES

IM10E, IM10H
Features

TURNKEY, EXTREMELY VERSATILE MECHANICS
MAINTENANCE KIT FITS MANY APPLICATIONS.
■

■

■

■

Matched hydraulic system components, adapters and
hydraulic spreader, contained in a rugged carrying and
storage case.

Portable sets are ideal for pushing, pulling, lifting,
straightening, or clamping at remote job sites.
Cylinders in set are rated at 10 tons at 10,000 psi. Set
components are designed for full rated capacity of
cylinders.

IM10B comes with a battery powered pump, while the
IM10E comes with an electric pump. Both come with
two 10T cylinders. The IM10P/IM10L each come with a
hand pump and one 10T cylinder.

Order No.

CONTENTS OF SET

Order No.

CONTENTS OF SET

Model Shown:

Applica ti o n F l e x i bM e c han ic a l P u lleOtionalCylindersil ityr

Selection

amgboltingsolutions.com



Electric 440
330Air 

Ordering Information

Technical Specifications

Features
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440

C models include RJ-CB-S crib set

48
30

10,000
25
NA

540 - 780 10,000 2 Tandem Center Manual

*
**
†

24”– E models include RJ-EXT-S1 set
Shipping weights 37”– E version includes RJ-EXT-S set

4-Way / 3-Pos.

SERIES
Model Shown:
RJ100T24E

HEAVY-DUTY SELF-CONTAINED
INDUSTRIAL LIFTING JACK FOR RAIL
MAINTENANCE.
■
■
■

PORTABLE, RAILROAD EDITION
TONNAGE RANGE: 100

Type of
Pump

Order
Number

RJ100T24E
RJ100T37E
RJ100T24A
RJ100T37A
RJ100T24A-C*
RJ100T24E-C*
RJ100T37A-C*
RJ100T37E-C*
RJ100T24A-E**
RJ100T24E-E**
RJ100T37A-E†
RJ100T37E-E†

Low Pressure Pump

Flow 
(cu.in./min.) 

Pressure
(psi.)

Description

High Pressure Pump

Flow 
(cu.in./min.) 

Pressure
(psi.)

Stroke

(in.)

14
27
14
27
14
14
27
27
14
14
27
27

Current Draw
at Max. Internal
Relief Settings

(amps)

Unload
Pressure

(psi.)

Retracted Height
A

(1 in.)

24
37
24
37
24
24
37
37
24
24
37
37

Internal
Relief

Pressure
(psi.)

Tank

(gal.)

Valving

Jack, 100 Ton RR 24" Ret, Elect
Jack, 100 Ton RR 37" Ret, Elect
Jack, 100 Ton RR 24" Ret Air
Jack, 100 Ton RR 37" Ret Air
Jack, 100 Ton RR 24" Ret Air w/Crib Block
Jack, 100 Ton RR 24" Ret Elect w/Crib Block
Jack, 100 Ton RR 37" Ret Air w/Crib Block
Jack, 100 Ton RR 37" Ret Elect w/Crib Block
Jack, 100 Ton RR 24" Ret Air w/Ext
Jack, 100 Ton RR 24" Ret Elect w/Ext
Jack, 100 Ton RR 37" Ret Air w/Ext
Jack, 100 Ton RR 37" Ret Elect w/Ext

■

■

■

■

Wide base cylinder design for stability.

Double-acting cylinder with locking collar.

The bottom of the cylinder is a bolted joint, using the
base plate as part of the cylinder. This will allow for
service of even the oldest or most abused jacks.
Cribbing storage rack location is such that it allows
easy access during cribbing placement and removal.
Jack has a 20 ft. remote pendant for user safety and
control.

Easy to maneuver, large tires and small footprint make
it easy to get into tight spaces.

Adjustable handle, allows the user to easily to position
the jack under loads.

Wide base
Cylinder.

Cylinder bolted

(8x) to base plate (2.5"

Thick)

5 position
adjustable
handle.

Aluminum Cribbing blocks
storage rack.

Aluminum
extensions.

Counter-balance valve
provides
controlled lowering of
jack.

20 Ft Remote for
user safety and
control.

16" foam-filled tires.

28.00 26.72

55.24

RJ
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PORTABLE, RAILROAD EDITION
ACCESSORIES

SPACERS

EXTENSIONS

SWIVEL CAPS

CRIBBING BLOCKS

Order No.
RJ-EXT18
RJ-EXT14
RJ-EXT11
RJ-EXT9
RJ-EXT7
RJ-EXT5
RJ-EXT-S

RJ-EXT-S1

Order No.
RJ-CB10
RJ-CB5
RJ-CB3
RJ-CB1
RJ-CB-S

Order No.
RJ-SP-1
RJ-SP-2
RJ-SP-3
RJ-SP-S

Order No.
RJ-SC-1
RJ-SC-2

Description

Description

Description

Description

Assembly, Extension 18 in. 100 Ton RR Jack
Assembly, Extension 14 in. 100 Ton RR Jack
Assembly, Extension 11 in. 100 Ton RR Jack
Assembly, Extension 9 in. 100 Ton RR Jack
Assembly, Extension 7 in. 100 Ton RR Jack
Assembly, Extension 5 in. 100 Ton RR Jack
Set, Extensions 100 Ton RR Jack 5, 7, 9 Set,
Extensions 100 Ton RR Jack 5, 11, 18

Spacer, 1 in.

Spacer, 2 in.

Spacer, 3 in.

Spacer Set 100 ton RR Jack 1, 2, 3

Assembly, Crib Block 10 in. 100 Ton RR Jack

Assembly, Crib Block 5 in. 100 Ton RR Jack

Assembly, Crib Block 3 in. 100 Ton RR Jack

Assembly, Crib Block 1 in. 100 Ton RR Jack

Set, Crib Blocks 100 Ton RR Jack 1, 3, 5, 10

Assembly, Swivel Cap 100 Ton RR Jack

Assembly, Swivel Cap 100 Ton RR Jack Long

RJSERIES
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J  E / J A
SERIES

Model Shown:

JEM5526,PMA55S,PME55S

PORTABLE AND COMPACT, IDEAL FOR
LOCOMOTIVE/RAIL CAR, MINING AND HEAVY
EQUIPMENT MAINTENANCE.

■

■

■

■

■

■

■

JACK MODULE EXTENSION

CRIBBING BLOCK SETS - INCLUDES ONE JACK MODULE EXTENSION

PORTABLE HIGH TONNAGE JACKS
TONNAGE RANGE: 55, 100, 150, 200 & 300

Modular design allows you to change lifting modules to
suit your tonnage or height requirements.

Select the collapsed height to �t your most frequent
application and add jacking modules to suit your needs.
Exclusive load control system provides positive,
chatter-free control when lowering the load.

Remote operation for maximum operator safety and
control, motor or/an valve options.

Easy to maneuver with large tires and small “footprint”
make it easy to scoot into the tightest quarters.

Adjustable, heavy-duty handle makes this jack easy to
move, position under vehicles.

Shielded and sheltered hydraulic lines for safer, longer,
trouble-free service.

Air pump
and cart module.

Electric pump
and cart module.

• Convert jack module into
stable mechanical cribbing
device.

• Increases total stack height
up to 20.50".

Order
Number

58945
58943
58944

Order
Number

CBS55

CBS100

CBS150

CBS200

Cap.
(tons)

 55
 100
150

No.
in Set

1
4
1
4
1
4
1
4

A
(in.)

 8.81
9.00
8.63

Cap.

(ton)

55

100

150

200

B
(in.)

 6.81
7.00
6.63

A
(in.)
1.50
3.00
1.50
3.00
1.50
3.00
1.50
3.00

C
(in.)

 5.00
6.88
8.00

D
(in.)

 2.63
3.88
4.50

B
(in.)
1.75
3.25
1.75
3.25
1.75
3.25
1.75
3.25

E

(in.)
1 11/18-8UNC
2 3/4-12UNC
3 1/4-8UNC

C

(in.)

5.50

7.38

8.75

10.00

F
(in.)

 2.50
3.75
4.38

G
(in.)

 2.63
3.88
4.50

Jack Module Total Stack
Ext.
(in.)
6.81

7.00

6.63

6.63

Height
(in.)
20.31

20.50

20.13

20.13

H
(in.)

 
3.63
3.75
3.50

Prod.
Wt.

(lbs.)
21.00
40.00
50.00

Prod.
Weight.

(lbs.)
36.00

68.00

85.00

105.00

amgboltingsolutions.com



Technical Dimensions

Ordering Information - Complete with Pump and Jack Modules, Fully Assembled
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JE/JA SERIES

26"
Jack Module

33"
Jack Module

45"
Jack Module

PORTABLE HIGH TONNAGE JACKS
TONNAGE RANGE: 55, 100 , 150, 200& 300

Model
Series

PMA
PME

*

Tonnage 

55 
100 
150 
200 
300 

Order
Number

JEM5526
JAM10033
JAR10033
JEM15026
JAM15033

Pump
Air

Electric

A

(in.)

57.88 

Cylinder
Stroke
13.13
13.13
18.13
18.13
13.13

Cap.
(tons) 

55 
100
100
150
150

Motor Only
PMA55
PME55

B

(in.)

29.62

Retracted
Height

(in.)
26.00
33.00
33.00
26.00
33.00

Collapsed Height
26" 

JM25 
JM210 

JM215† 
JM220* 

33"
JM35

JM310
JM315
JM320

Contact Factory

C

(in.)

53.25

Extended
Height

(in.)
39.13
46.13
46.13
39.13
46.13

Motor & Valve
PMA55S
PME55S

45"
JM45

JM410
JM415
JM420

Stroke
(in.) 

13.13
13.13
13.13
13.13
13.13

D

(in.)

30.00

Pump
Type

Electric
Air
Air

Electric
Air

E

(in.)

34.31

Power
Required

25 amps
50 CFM @ 80 ps
50 CFM @ 80 psi

25 amps
50 CFM @ 80 psi

F

(in.)

23.38

G *

(deg.)

70°

Valve
Type 

Manual
Manual
Air Pilot
Manual
Manual

H

(in.)

16” Tire Dia.

Remote
Control

 Motor Only
Motor Only

Motor & Valve
Motor Only
Motor Only

Collapsed height; 28” and stroke 13.13”
Stroke 13.13”.

Total range with varying degree increments.

20 ft. remote
control.

Adjustable
handle for

max. control.

Shielded
hydraulic

lines for
greater safety.

Steel base
not prone to
cracking like cast.
PUMP & CART MODULES
Pump and cart modules contain hydraulic pump, cart, remote
control and all hoses and �ttings required to connect to a jack
module.
JACK MODULES
Jack modules easily separate from the pump and cart
module.

Electric or air hydraulic
systems available.

provide durability and easy
maneuverability.

Patented load control system
for chatter-free lowering of
loads.

Modular design allows for
quick interchange
of pump with other modules.

55, 100, 150, 200,
and 300 ton capacities

Large urethane-filled tires

*
†

JM Model PM Model

*Retracted/
Extended

Height

14.63" 11.00"

MechanicalPuller

Selection

PumpMechanicalPuller

Selection

amgboltingsolutions.com
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Multi-strand post-tensioning application.

POST-TENSION AND STRESSING JACKS
TONNAGE RANGE: 20 & 30SERIES

Model Shown:
SJ2010, SJ3010

ONE OF THE MOST DURABLE MONO-STRAND
JACKS IN THE INDUSTRY.
■

■
■
■
■

■

■

■

available on special order. (Part #400120)

Ideally suited for work on slab-on-grade where dirt, heat

and high volume use take their toll.

Available in single or double-acting models.

Standard single-acting units have a 10” stroke.

Standard double-acting units have an 8.5" stroke.

Service repair is simple and components are long

lasting and easily replaced.

3" detachable seater nose assembly easily replaced

with optional 6" nose assembly.

The jack of choice for high-rise and elevated work,

thanks to fast return time and light weight.

All hydraulic �uid controls are internal for more e�cient

and safer operation during tensioning and retraction.

Dead-end seaters for production work and eld work

S J

Optional

amgboltingsolutions.com



Ordering Information

Technical Dimensions
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Order
Number

SJ2010
SJ2010P

SJ2010DA
SJ3010

SJ3010P
SJ3010DA

Used with
Stressing

Jack

SJ2010
SJ2010P

SJ2010DA
SJ3010

SJ3010P
SJ3010DA

Order No.

SJ2010
SJ2010
SJ3010

SJ3010P
SJ2010DA
SJ3010DA

Cap.
(tons)

20
20
20
30
30
30

A
(in.)
21.00

22.00

22.00

22.00

18.50

18.50

3”

Nose
Piece #
252564
252564
252543
252564
252564
253363

Stroke
(in.)
10.00
10.00
8.50

10.00
10.00
8.50

B
(in.)
9.00

10.20

10.20

13.20

7.50

8.50

Oil
Cap.

(cu. in.)
45.2
45.2
53.0
63.6
63.6
67.6

3”

Wedge
Seater #
252562
252562
252542
252562
252562
253361

Strand
Dia.
(in.)

0.375 - 0.50
0.375 - 0.50
0.375 - 0.50
0.375 - 0.60
0.375 - 0.60
0.375 - 0.60

C
(in.)
6.50

7.00

7.00

7.00

6.50

6.50

6”

Nose
Piece

252759
252759
252760
252759
252759
253364

Seater
Type
(in.)

Spring
Power*
Power*
Spring
Power*
Power*

Wt.
(lbs.)
55.00

76.00

76.00

76.00

42.00

52.00

Int. Press.
at Cap.

(in.)
8,948
8,948
6,500
9,549
9,549
7,554

6”

Wedge
Seater #
252763
252763
252764
252763
252763
253362

Tons at
10,000 psi

3/8” Dia.

Gripper
Set#

252568
252568
252650
252568
252568
253390

7/16” Dia.

Gripper
Set#

252761
252761
252762
252761
252761

NA

Description

1/2”

Gripper
Set#

252567
252567
252555
252567
252567
253391

19/32”

Gripper Set# 

NA
NA
NA

 252569
252569
253365

Replacement
Gripper

Handle #
252570
252570
252556
252570
252570
252556

Recommended
Pumps for this
Stressing Jack

PE554P/PE604T
PE554PT/PE604PT
PE554PT/PE604PT
PE554P/PE604T

PE554PT/PE604PT
PE554PT/PE604PT

Gripper
Retainer Plate

# (2 used)
252565 
252565

 252544 
252565 
252565 
252544

Prod.
Wt.

(lbs.)
55.00
55.00
42.00
76.00
76.00
52.00

22.4
22.4
31.4
31.4
31.4
39.7

Post-tension jack with spring, seater 0.50” strand.
Post-tension jack with power seater, 0.50” strand.
Double-acting post-tension jack with power seater, 0.50”
strand. Post-tension jack with spring seater, 0.60” strand.
Post-tension jack with power seater, 0.60” strand.
Double-acting post-tension jack with power seater, 0.60”
strand.

STRESSING JACK ACCESSORIES AND HOSES

POST-TENSION AND STRESSING JACKS
TONNAGE RANGE: 20 & 30

W
ARN

IN
G

D
AN

G
ER

W
ARN

IN
G

A
C

SJ

*Options with Power Seaters require an additional hose to connect the Power Seater to the valve.
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